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CPU&VGA COOLER
GENERAL SPECIFICATIO

MEDIA CENTER & GFX COOLERS

SPA-3392 | Media Center & GFX Cooler

Comba Ceolar for CPU & GFX
Compatible with most

AMD & Intel systams

Pura Copper matarial

Easy installation

Black 60mm fan

Manual fan controller w/fan Alarm
12-17dB noisa level

Optimized for end user systems
Light weight 250g

Support GFX List
» Most ATl 9000-X1800 series
» Most NVIDIA MX-7900 series

Support List

» AMD KB Socket 754/939

» AMD Turion Sockst 754

» AMD KB socket AM2

» Intel Pentium Mabile,
Gore Dua, Core 2 Dup
Intel Core 2 Duo socket LGA 775
Intel P4 socket 478 &
479/478 combo
NB: NO SUPPORT FOR
PRESCOTT CPU Class

SPA-3393 | Media Center & GFX Cooler

Combo Cooler for CPU & GFX

Use for most AMD & Intel systems
Light aluminium material

Easy Insiallation

Black 60mm fan

Manual fan controller w/fan Alarm
12-17dB nolse level

Optimized for system Integrators
Weight 169g

Support GFX List
» Supports most ATI 9000-X1800 series
» Supports most NVIDIA MX-7900 series

Support List

» AMD KB Socket 754/939

» AMD Turlon Socket 754

» AMD K8 socket AM2

» Intel Pentium Mobile,
Core Duo and Core 2 Duo
Intel Core 2 Duo socket LGA 775
Intel P4 socket 478 & 479/478 combo
NB: NO SUPPORT FOR
PRESCOTT CPU

SVC-737CU | based on 60mm FAN

Supports mast ATi & NVIDIA Cards
FlexQ Toolless installation
Suitable for gamars

Crystal clear 60mm fan

Manual fan controller w/fan Alarm
Purs copper matarial

Rubber coated 3pin fan connector

» Optimized for midrange/
high-end GFX Cards
Includes 8 aluminium
BGA RAM heat sinks
DOES NOT SUPPORT 8800 Cards

Weight: 3659
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CHIPSET COOLER
GENERAL SPECIFICATIO

CHIPSET COOLERS

NB-400AL | For AMD & Intel boards

» Use for most AMD & Intel boards » (0dB noise level

» Light aluminium material » Qptional support for 40mm fan
» Toolless installation » Weight: 50g

NB-400CU | For AMD & Intel boards

» Use for most AMD & Intel boards » 0dB nolse level {fanless)

» Pure copper material » 12dB with Included 40mm fan
» Toolless Installation » Weight: 1359

» Included crystal clear 40mm fan

HVC-771S | For AMD & Intel boards

Use for most AMD & Intel boards » 1U heat pipe with diract
Flex( Toolless installation chipset contact
Toolless fan installation » Frosted White 60mm LED fan
Light aluminium material » Less than 18dB noise level

» Weight: 140g
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